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    Surge Protection Device 
Protection of Photovoltaic (PV) Systems 

 
Model: WSP-PV40 Series 

After the release of WSP-B+C Series and UL-certified 
WSP-B+ Series SPDs for low-voltage power systems, 
CIC introduces the new WSP-PV40 Series of modular 
surge protection devices for solar power generation 
systems. Besides the specifications listed below, this 
product shares some of the features of the WSP-B+C 
and WSP-B+ Series, including the easy plug-in and 
plug-out ability, Din-Rail fast installation, a 
fault-indicator window, and a built-in FS (remote 
monitoring) function. This product likewise offers 
excellent protection and high reliability. 

Features 

 Plug-type modular model 
 DIN-rail installation 
 For solar power generation systems 
 Metal oxide varistor (MOV) components 
 Built-in thermal isolator 
 Fault-indicator window 
 Full conformity with IEC 61643.31, EN50539-11 
 Built-in FS function for remote monitoring 

Internal Wiring Diagram 
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Specifications 

Model 
Specifications WSP-PV40-06 WSP-PV40-10 WSP-PV40-15 

Nominal PV System Voltage UN V (DC) 600 1000 1500 

Max. Continuous Operating 
DC Voltage 

UC V (DC) 720 1200 1500 

Category - Class II 

Protection Mode - - (DC+ / DC-) — PE 

Rated Discharge Current 
(8/20) μs 

In kA 20 

Max. Discharge Current 
(8/20) μs 

Imax kA 40 

Voltage Protection Level 
(at In) 

Up kV 2.6 3.6 3.5 

Response Time tA < 25 ns 

Protection Component - MOV 

Degree of Protection - IP20 

Remote Alarm Contact Type - 1a / 1b 

Switching Capability - 250 Vac / 0.1A; 125 Vdc / 0.2A; 75 Vdc / 0.5A 

Operating Temperature ℃ -40 ~ +80 

Frequency Hz 50 / 60 

 Fault-indicator window - 
Window color turning red signifies product failure and need 

for replacement. 
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(Unit: mm) 


